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Our technical advice – whether verbal, in writing or by way of trials – is given as per the current state of our knowledge. It does not relieve users of the obligation to conduct their own tests on the products which we supply  
in order to assess their suitability for the intended processes and purposes. We cannot exercise any control over the application, usage and handling of the products therefore the users have sole liability for these actions.

www.petec.de

PETEC Verbindungstechnik GmbH | Wüstenbuch 26 | D-96132 Schlüsselfeld 
Tel.: +49 95 55 / 80 99 40 | Fax: +49 95 55 / 80 99 425 | info@petec.de 

POWER TAPE DUCT TAPE
High-quality, strongly woven and specially coated adhesive tape.

CHARACTERISTICS
   very high adhesive strength
   extreme load capacity
   can be separated along the cloth direction
   for indoor and outdoor applications
   can be removed without leaving any residue
   moisture resistant

TECHNICAL DATA

colour black, silver
expansion 12 %
tensile strength (material-dependent) 75 N/cm2
processing temperature +5°C to +35°C
temperature resistance –15°C to +85°C
shelf life 36 months; store in a cool and dry place

INSTRUCTIONS FOR USE
Thoroughly clean and degrease surface with PETEC Multi Cleaner (art. no. 82100 or 82200). 

Observe the safety and technical datasheet! (Download PETEC data sheets from www.petec.de)

CONTAINER SIZE

Item-No. 86105 Item-No. 86205 Item-No. 86150 Item-No. 86250

black SB card silver SB card black roll silver roll


