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INDUSTRIAL EXPRESS & PARTS CLEANER SPRAY
For residue-free removal of oils, greases, resins and adhesive residue before maintenance and assembly work on engine parts, 
springs, electrical equipment, starter motors, roller bearings, guides and other assembly parts.

CHARACTERISTICS
  universal use, very good penetration properties   
  silicone-free
  degreases thoroughly and dries quickly
	 360° valve

TECHNICAL DATA

shelf life 36 months; store in a cool and dry place

INSTRUCTIONS FOR USE
Shake well before use. Spray PETEC industrial express and parts cleaner onto the contaminated area from a distance of 20 cm 
and wipe with a clean cloth. Repeat the procedure several times in case of stubborn dirt. Do not spray onto plastic or painted/
varnished surfaces!  

Observe the safety and technical datasheet! (Download PETEC data sheets from www.petec.de)

CONTAINER SIZE

Item-No. 71750

500 ml spray

Our technical advice – whether verbal, in writing or by way of trials – is given as per the current state of our knowledge. It does not relieve users of the obligation to conduct their own tests on the products which we supply  
in order to assess their suitability for the intended processes and purposes. We cannot exercise any control over the application, usage and handling of the products therefore the users have sole liability for these actions.

www.petec.de

PETEC Verbindungstechnik GmbH | Wüstenbuch 26 | D-96132 Schlüsselfeld 
Tel.: +49 95 55 / 80 99 40 | Fax: +49 95 55 / 80 99 425 | info@petec.de 


